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A. AUTHORITY 

This project was authorized under project instructions OPR-515-RU/HE-
75, East and Gulf Coast investigations, dated December 24, 197~~ 

B. CHARACTER AND LIMITS OF THE WORK 

The purpose of this project was to investigate four items off Key 
West, Florida. This area is covered by C&GS Charts 576, 854, and 
584. The boatsheet layout is from latitude 24°27'00" to 24°34'15" 
and longitude 81°47'45" to 81°53'00". The scale used on this survey 
was 1:10,000. 

C. CONTROL AND SHORELINE. 

Raydist DR-S range-range control was used, operating on a frequency 
of 3300.4 KHz, givin~ a;ia~e width of, 45,39i04 meters. Two Raydist 

100 100) shore stations, BIG PIN a d H-AMC-1 were utilized for control. BIG 
PINE was (located at Latitude 24°41'27.116" and Longitude 81°22'57.967") 
served as the Green station (north east ~tation). H-AMC-1 located 
at Latitude 24°34'33.279" and Longitude 81°47'43.670" served as the 
Red station (south west station). Both stations were recoverable. 
At completion of this boatsheet H-AMC-1 was dismantled and moved to 
JAW to resume work on boatsheet 20-2-75~ See Attachment #1 on shore 
stations. See Attachment #lB on visual control signals. 

D. DATE OF SURVEY 
(p.1. u+w.1>J 

Work on boatsheet 10-1-75 commenced on May 1, 1975 and ended on May 
6, 1975. This work completed work on items 16, 17, 18, and 19. 

E. TIDE REDUCERS 

Preliminary reduction of each days data was done using predicted tides.· 
The smooth tides have been requested from Rockville for AMC. See at­
tachment VI on tides. (-5mN:/A ;1"' ~k ,~ 1,,,c/v~e/ w1'rA ~.11$ ~.....,.,rO 




