
k. No overlay illustrating the area covered by side scan sonar 
operations was made for this survey as required by section 7.12.3.1. of 
the Project Instructions. 

1. No plot of the towing vessel's position was made for the 
R/H-20-6-83 portion of this survey as required by sectinn 7.12.3.1. of 
the Project Instructions. 

m. No landmarks were identified by the hydrographer. Landmarks 
visible from the survey area should have been investigated to determine 
or verify their value as navigational aids, accuracy of position, or 
whether they should be added or deleted from the charts in accordance 
with section 7.14.2. of the Project Instructions. 

n. Floating aids to navigation apparently were common to this 
survey as the hydrographer used these buoys for whole lane checks 
(section C. of the Descriptive Report) but none were located or 
described as required by section 7.14.3. of the Project Instructions. 

o. A g~ographic names investigation was not conducted as required 
by section 7.14.6. of the Project Instructions. 

p. A report of the information obtained or a negative report on 
currents was not made as required by section 7.14.4 of the Project 
Instruc_tions. 

q. The sounding volumes for this survey are considered adequate. 

r. The condition of the fathograms and the sonargrams (annotations, 
stamps, remarks, etc.) are considered adequate. 

s. A smooth tide request was made but.)lmooth tides will not be 
required as no obstructions were found and no additional processing is 
necessary for this survey. 

t. No confidence checks were done on the side scan sonar. 

5. JUNCTIONS 

This survey does not junction with any other survey. 

6. COMPARiSON WITH PRIOR SURVEYS 

a. Hydrography 

This survey collected ~~~e!l:ble_ ... ~~~?ding .dat..a. Comparisons 
with prior hydrography were not accomplished as it would be of no value. 

b. Wire Drag 

H-10054 WD (1982) 

H-10054 WD (1982) covered approximately 7/8 of the required 
search area of AWOIS item.#02671 with an unverified (predicted tides 




