
F00840 NOAA Navigation Response Team - Fernandina

The following surfaces and/or BAGs were submitted to the Processing Branch:

Surface Name Surface Type Resolution Depth Range
Surface

Parameter
Purpose

F00840_SSSAB_1m_400kHz_1of2 SSS Mosaic 1 m
0.0 m -

0.0 m
N/A 100% SSS

F00840_SSSAB_1m_400kHz_2of2 SSS Mosaic 1 m
0.0 m -

0.0 m
N/A 200% SSS

F00840_MB_50cm_MLG

CARIS Raster

Surface

(CUBE)

0.5 m
1.13 m -

10.39 m
NOAA_0.5m

Object

Detection

F00840_MB_50cm_MLG_Final

CARIS Raster

Surface

(CUBE)

0.5 m
1.13 m -

10.39 m
NOAA_0.5m

Object

Detection

200% Side Scan Sonar with concurrent Multibeam Echosounder data was acquired to meet object detection
requirements for survey F00840. One 50 centimeter resolution CUBE surface created in Caris HIPS
processor for bathymetric data representation. Two 1 meter resolution SSS mosaics for acoustic imagery
coverage.

G.   Vertical and Horizontal Control

The vertical datum for this project is Gulf Coast Low Water. The vertical control method used was VDatum.

The vertical datum for this project is Gulf Coast Low Water. The vertical control method used was VDatum.

The horizontal datum for this project is North American Datum of 1983 (NAD 83). The projection used for
this project is Universal Transverse Mercator (UTM) Zone 15.

The horizontal datum for this project is North American Datum of 1983 (NAD 83). The projection used for
this project is Universal Transverse Mercator (UTM) Zone 15.

H.   Additional Results

There are no additional results for this survey.
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