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TIDE NOTE FOR HYDROGRAPHIC SURVEY

DATE: February 5, 1997
HYDROGRAPHIC BRANCH: Atlantic
HYDROGRAPHIC PROJECT: OPR-G309-WH
HYDROGRAPHIC SHEET: H-10731

LOCALITY: B.5 Nautical Miles Southwest of Lockwoods Folly Inlet,
North Carolina

TIME PERIQOD: OQctober 23 - November 24, 1996

TIDE STATION USED: 865-9182 Yaupon Beach, N.C.
Lat. 33° 54.1'N Lon. 78° 04.9'W

PLANE OF REFERENCE (MEAN LOWER LOW WATER): 0.000 meters
EEIGHT OF HIGH WATER ABOVE PLANE OF REFERENCE: 1.512 meters

REMARKS: RECOMMENDED ZONING
Use zone(s) identified as: EC145
Refer to attachment(s) for zoning information.

Note: Provided time series data are tabulated in metric units
{meters) and on Greenwich Mean Time.

CHIEF, DAL ANALYSIS BRANCH




Final tide zone correctors and node point locations for
QPR G309-WH-96, Sheet H-1071031

Format:

Zone EC145
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511819
152544
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238838
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Longitude in decimal degrees (negative value denotes
Longitude West),

Latitude in decimal degrees

Tide Station (in recommended order of use)

hverage Time Correction (in minutes)

Range Correction

Tide Station AVG Time Range
Order Correction Correction

33.42288 B659182 Direct Direct
33.331397
33.794141
33.828606
33.858868
33.886271
33.905184
33.917002
33.913063
33.916024
33.502453
33.888336
33.876284
33.858692
33.8495182
33.42288



