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D2.g  Construction Projects 
 
During survey operations, a dredging project was underway in the approach channel to Long 
Beach.  The hopper dredge Sugar Island was operating 24 hours per day and impeded survey 
operation.  Correspondence in Appendix V72 documents communications with the Los 
Angeles District Corps of Engineers and NATCO, the dredging contractor.  The channel was 
eventually surveyed when the dredge shut down for fueling.  The dredge continued working 
after completion of survey H10998 and was reportedly continuing to work in the channel 
until mid-January of 2001.  An updated, post-dredge, survey of the channel should be 
obtained from the Los Angeles District Corps of Engineers.73

 
 D2.h  Bottom Characteristics 
 
As per the project instructions for OPR-L325-KR-00, Attachment #6, bottom samples were 
obtained in designated Anchorage G in accordance with section 7.1 of the Specifications and 
Deliverables (June 2000). Commercial Anchorage G lies between the approaches to Long 
Beach and Los Angeles near the Middle Breakwater. A total of eight samples was taken on a 
1200-meter grid within the anchorage area.  Position, depth, date, time, identifier (GS-1 
through GS-8), description and photograph were recorded for each sample.  Samples were 
bagged, marked with a unique identifier, and will be archived for one year at DEA’s Portland 
office.  Each sample was described in accordance with National Ocean Service (NOS) 
Cartographic Codes.  The location and abbreviated description are depicted on the 
Preliminary Smooth Sheet and included in Table 5.  Photos of each sample can be found in 
Appendix V74 of this report.  Water depth at sample locations varied from 19.0m to 24.1m.  
Sediment sample particle size ranged from silt to medium-grained sand (0.02mm to 
0.50mm).  Samples appear to have high organic content and are predominantly brown to gray 
in color. 
 

Table 5.  Sediment sample data. 
 
Sample 

ID Classification Term Color Water 
Depth Latitude Longitude 

GS1 Sand Fine Brown 20.9m 33˚ 42’ 18.24”N 118˚ 13’ 48.88”W
GS2 Sand Fine Brown 19.8m 33˚ 42’ 31.63”N 118˚ 13’ 05.47”W
GS3 Sand Fine Brown 19.0m 33˚ 42’ 46.37”N 118˚ 12’ 22.64”W
GS4 Sand Fine Brown 18.5m 33˚ 43’ 00.38”N 118˚ 11’ 39.85”W
GS5 Silt Mud Gray 21.0m 33˚ 42’ 29.61”N 118˚ 11’ 36.30”W
GS6 Silt Mud Gray 22.1m 33˚ 42’ 19.51”N 118˚ 12’ 09.88”W
GS7 Sand Fine Brown 23.1m 33˚ 42’ 08.42”N 118˚ 12’ 41.91”W
GS8 Sand Medium Brown 24.1m 33˚ 41’ 58.87”N 118˚ 13’ 13.85”W
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