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Descriptive Report to Accompany Hydrographic Survey H11171 
 

Project OPR-P139-RA 
Southwest Prince William Sound, Alaska 

Scale 1:10,000 
August-September 2002 
 NOAA Ship RAINIER 

Chief of Party: Captain James C. Gardner, NOAA 
 

 
A.  AREA SURVEYED 
 
This hydrographic survey was completed as specified by Hydrographic Survey Letter Instructions  
OPR-P139-RA, dated July 10, 2002, and the Standing Project Instructions dated  
May 15, 2002.  The survey area is located in the southwest portion of Prince William Sound, Alaska.  
This survey area includes the southwest entrance to Prince of Whales Passage. 
 
One hundred percent shallow-water multibeam (SWMB) coverage was obtained in the survey area in 
waters 8 meters and deeper.  In waters from 4 meters to 8 meters, SWMB data were obtained at 25-meter 
line spacing, and in these areas additional coverage was obtained to obtain least depths over features or 
shoals.  Vertical-beam echo sounder (VBES) data were acquired in depths from 4 to 20 meters, at a line 
spacing sufficient to define the four-meter curve and to aid in the planning of SWMB data acquisition.   
 
Data acquisition was conducted from August 10 to September 12, 2002 (DN 222 to 255). 
 

 
Figure 1.  H11171 Survey Limits. 
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B.  DATA ACQUISTION AND PROCESSING 
 
A complete description of data acquisition and processing systems, survey vessels, quality control 
procedures and data processing methods can be found in the OPR-P139-RA-02 Data Acquisition and 
Processing Report1, submitted under separate cover.  Items specific to this survey, and any deviations 
from the aforementioned report are discussed in the following sections. 
 
B1.  Equipment and Vessels 
 
Data were acquired by survey launches (vessel numbers 2121, 2122, 2124, 2125 and 2126).  Vessels 
2124, 2125 and 2126 were used to acquire shallow-water multibeam (SWMB) soundings and sound 
velocity profiles.  Vessels 2121 and 2122 were used to acquire vertical-beam echo soundings (VBES) and 
detached positions (DPs) for shoreline verification.  Vessel 2126 was also used to collect bottom samples. 
No unusual vessel configurations or problems were encountered during this survey. 
 
B2.  Quality Control 
 
Crosslines 
 
Vertical Beam Echo Sounder (VBES) crosslines totaled 11.12 nautical miles, comprising 44.32% of 
VBES mainscheme hydrography.  Crosslines generally agreed within 1 meter of mainscheme 
hydrography. 2  
 
Shallow-Water Multibeam (SWMB) crosslines totaled 6.26 nautical miles, comprising 4.68% of SWMB 
hydrography. The Quality Control Report (CARIS HIPS) for the checkline file averaged 99.37308% for 
the Reson 8101 and 8125, and 86.54156% for the Elac 1180 with a depth tolerance factor of 0.023, which 
conforms to International Hydrographic Organization Order 2 specifications detailed in Special 
Publication S-44, Edition 4, as well as NOS Hydrographic Surveys Specifications and Deliverables 
Manual.3  The low QCR agreement of the Elac 1180 is due to the steep and irregular bathymetry in the 
mid-channel area of Prince of Wales Passage.  The Hydrographer manually examined the data in CARIS 
Subset Mode and believes the data is accurate and adequate to supersede the charted soundings in their 
common areas.  Tide problems of up to a meter were also observed in some areas and are expected to be 
resolved with the application of smooth tides.  See Appendix V for the detailed reports. 4
 
Junctions 
 
The following contemporary survey junctions with H11171: 
 
Registry #  Scale  Date  Junction side 
H11172  1:10,000 2002  Southwest 
 
At the time of this report, data processing for survey H11172 was not completed.  Comparisons of the 
junction with this survey will be discussed in the Descriptive Report for H11172.5
 
Final comparisons will be made at the Pacific Hydrographic Branch (PHB) after the application of 
smooth tides.6
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Figure 2.  H11171 Junction Survey. 

 
Data Quality Factors 
 
Data reduction for survey H11171 conform to those detailed in the OPR-P139-RA-02 Data Acquisition 
and Processing Report with the exception of vessel RA6. 
 
The firmware on the TSS inertial motion sensor was changed over the 2001/2002 winter inport and the 
sign was reversed on the analog input.  This affected only the ELAC 1180 data on RA6 through DN 222.  
The heave value for the ELAC 1180 data was corrected in post processing through the Pydro utility 
program “Postacquisitiontools”. 
 
B3.  Data Reduction 
 
Data reduction procedures for survey H11171 conform to those detailed in the OPR-P139-RA-02 Data 
Acquisition and Processing Report.7
 
C.   VERTICAL AND HORIZONTAL CONTROL 
 
A complete description of vertical and horizontal control for survey H11171 can be found in the  
OPR-P139-RA-02 Horizontal and Vertical Control Report,8 submitted under separate cover.  A summary 
of horizontal and vertical control for this survey follows. 

3 



OPR-P139-RA-02                                                       H11171                                                   July-September 2002 

 
Horizontal Control 
 
The horizontal datum for this project is the North American Datum of 1983 (NAD83).  Differential GPS 
(DGPS) was the sole method of positioning.  Differential corrections from U.S. Coast Guard beacons at 
Cape Hinchenbrook (292 kHz) and Potato Point (298 kHz) were utilized during this survey.  Launch-to-
launch DGPS performance checks were performed weekly in accordance with Section 3.2 of the FPM.  
Copies of the performance checks are included in the OPR-P139-RA-02 Horizontal and Vertical Control 
Report. 
 
Vertical Control 
 
The vertical datum for this project is Mean Lower-Low Water (MLLW).  The operating National Water 
Level Observation Network (NWLON) primary tide station at Cordova, AK (945-4050) served as control 
for datum determination and as the primary source for water level reducers for survey H11171.  
 
RAINIER personnel installed Sutron 8210 “bubbler” tide gauges at the following subordinate stations to 
provide information for N/OPS1 to determine time and height correctors in accordance with the Project 
Instructions: 
 

Station Name Station 
Number 

Type of Gauge Date of Installation Date of Removal 

Bainbridge Point 945-4755 30-day August 9, 2002 September 9, 2002 
Guguak 945-4751 30-day August 6, 2002 September 12, 2002 
Latouche 945-4713 30-day June 30, 2002 September 12, 2002 
Point Elrington 945-4814 30-day June 30, 2002 September 11, 2002 

 
All data were reduced to MLLW using unverified observed tides from station Cordova (945-4050), AK 
using the tide file 9454050.tid and time and height correctors using the zone corrector file 
P139RA2002CORP.zdf.   
 
The Pacific Hydrographic Branch will apply final approved (smooth) tides to the survey data during final 
processing. 9 A request for delivery of final approved (smooth) tides for survey H11171 was forwarded to 
N/OPS1 on September 23, 2002 in accordance with FPM 4.8.  A copy of the request is included in 
Appendix IV.10

 
D. RESULTS AND RECOMMENDATIONS 
 
D.1 Automated Wreck and Obstruction Information System (AWOIS) Investigations 
 
There were no AWOIS items were located within the limits of H11171 during this survey. 11  
 
D.2 Chart Comparison  
 
Survey H11171 was compared with charts 16702 (10th Ed.; June 13, 1998, 1:40,000), chart 16701 (18th 
Ed.; March 9, 2002, 1:81436).12
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Chart 16702 
 
Depths from survey H11171 were generally one to three fathoms more shoal than depths on chart 16702.  
More significant differences were observed mid-channel, where soundings were observed being up to 
twenty fathoms more shoal than those on the chart.  In many instances, this survey found more shoal 
soundings between charted soundings even though agreement at the position of the charted depths was 
good. This can be attributed to increased bottom coverage using SWMB methods. 13

 
Chart 16701 
 
Depths from survey H11171 agreed well with depths on chart 16701.  Differences were generally one to 
two fathoms more shoal with occasional differences of four fathoms.  More significant differences were 
observed mid-channel, where soundings were observed being up to seventeen fathoms more shoal than 
those on the chart.  In many instances, this survey found more shoal soundings between charted 
soundings even though agreement at the position of the charted depths was good.  This can be attributed 
to increased bottom coverage using SWMB methods.14

 
The Hydrographer has determined that data accuracy standards and bottom coverage requirements have 
been met and survey data are adequate to supersede charted data in their common areas.15

 
Final chart comparisons will be made at the Pacific Hydrographic Branch after the application of smooth 
tides.16

 
D.3 Shoreline  
 
Shoreline Source  
 
The following cartographic feature files (CFF) from photogrametric project 92012 were used as source 
shoreline for this survey: 

DM-10301 
DM-10302 

 
Shoreline Verification 
 
Limited shoreline verification was conducted near predicted low water in accordance with the Standing 
Project Instructions and FPM sections 6.1 and 6.2.  Detached positions (DPs) taken during shoreline 
verification were recorded in HYPACK and on DP forms, and processed in Pydro.  These indicate 
revisions to features and features not found on the verified shoreline.  In addition, annotations describing 
shoreline were recorded on hard copy plots of digital shoreline.  DP forms are included in Section I of the 
Separates to be Included with Survey Data.17

 
A detailed Detached Position and Bottom Sample plot, in both paper copy and MapInfo format, is 
provided showing all detached positions and bottom samples with notes relating to each feature.18  The 
updated shoreline and features are also depicted on the final sounding plot.19  Verified CFF shoreline that 
did not require revision is in MapInfo table H11171_Shoreline and shown in black.  New MHW features 
and changes to the MHW shoreline, CFF or charted, are displayed in red and changes to MLW are 
displayed in black in the “H11171_ShorelineUpdates” Mapinfo table.  Charted shoreline, when used for 
reference purposes or when source data were not available, is depicted in the MapInfo table 
“H11171_16702_SL” and is displayed in brown. 20
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Source Shoreline Changes and New Features 
 
The DM rock at 60°02’21.73”N, 148°08’38.25”W (436,271 E; 6,656,347 N) was disproved after 
conducting a three minute visual and echosounder star-pattern search (VN 2122, DN 237, 000_2238) 
within a sixty meter search radius.  Sea conditions were zero to one foot and water visibility was two 
meters.   One hundred per cent SWMB was obtained over the rock to the limit of safe vessel navigation.   
The Hydrographer recommends not charting the DM rock.21

 
The DM rock at 60°01’41.58”N 148°09’58.34”W (435,009 E; 6,655,127 N) was disproved after 
conducting a two minute visual and echosounder star-pattern search (VN 2122, DN 237, 000_2251) 
within a fifty meter search radius.  Sea conditions were zero to one foot and water visibility was two 
meters.  The Hydrographer recommends not charting the DM rock.22

 
The DM rock at 60°01’58.76”N, 148°09’20.94”W (435,598 E; 6,655,648 N) was disproved after 
conducting a two minute visual and echosounder star-pattern search (VN 2122, DN 237, 000_2246) 
within a one hundred and twenty meter search radius.  Sea conditions were zero to one foot and water 
visibility was two meters.  The Hydrographer recommends not charting the DM rock.23

 
The DM rock at 60°02'42.80"N, 148°08'17.42"W (Pos. #22371026; 436,604 E, 6,656,993 N) was 
disproved after conducting a five-minute visual search within a fifty meter search radius.  No echosounder 
search was conducted due to the shoal nature of the area.  Sea conditions were zero to one foot and water 
visibility was clear to the bottom to a depth of two meters.  The Hydrographer recommends not charting 
the DM rock.24

 
Four DM rocks were disproved with one hundred per cent SWMB coverage.  The Hydrographer 
recommends not charting the DM rocks at:25

 
Latitude                         Longitude                        Easting                       Northing      
60°04’27.49”N              148°05’19.72”W             439,407                      6,660,185  
60°02’22.38”N              148°08’35.39”W             436,315                      6,656,366 
60°01’57.32”N              148°09’21.99”W             435,581                      6,655,604 
60°02’02.52”N              148°07’37.93”W             437,194                      6,655,737 
 
Nine DM rocks were found to be the high point of new ledges or reefs.  The Hydrographer recommends 
not charting the DM rocks and charting the new ledges or reefs as portrayed on the DPBS Plot at: 26

 
Latitude                     Longitude                     Easting               Northing              Position 
60°01’17.08”N         148°08’01.84”W           436,800              6,654,337            12379 27

60°01’37.88”N         148°07’41.25”W           437,129              6,654,975            12371128

60°01’38.58”N         148°07’39.33”W           437,160              6,654,997            12371229

60°02’29.61”N         148°07’21.21”W           437,467              6,656,570            12371730

60°03’04.31”N         148°06’25.33”W           438,349              6,657,629            123510331

60°03’31.86”N         148°06’27.95”W           438,323              6,658,482            12359932

60°04’14.74”N         148°05’30.52”W           439,233              6,659,794            125024-2633

60°04’40.16”N         148°04’35.93”W           440,090              6,660,566            22511101  (Reef) 34

60°04’55.84”N         148°06’35.18”W           438,255              6,661,082            223793935
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Charted Features 
 
The charted (16702) rock at 60°01'30.45"N, 148°07'02.61"W (Pos. #1237358; 437,724 E, 6,654,735 N) 
was disproved after conducting a five-minute visual search and a 2.5 minute, 50 meter radius echosounder 
search (VN 2121, DN 237, 135_2022).  Sea conditions were flat and water visibility in the area was clear 
to the bottom to a depth of three meters.  The Hydrographer recommends removing this rock from the 
chart.  36

 
The charted (16702) rock at 60°05'34.54"N, 148°06'05.84"W (Pos. #22371011; 438,728 E, 6,662,271 N) 
was disproved after conducting a five-minute visual search.  No echosounder search was conducted due to 
the shoal nature of the area.  Sea conditions were zero to one foot and water visibility was clear to the 
bottom to a depth of two to three meters.  The Hydrographer recommends removing this rock from the 
chart. 37  
 
Seven charted (16702) rocks and one islet were disproved with one hundred per cent SWMB coverage.  
The Hydrographer recommends removing the rocks and islet from the chart at:38

 
 Latitude                         Longitude                            Easting                    Northing 
60°04'40.028"N             148°04'28.630"W                440,203                   6,660,560 
60°04'38.894"N             148°04'17.380"W                440,376                   6,660,522 
60°04'16.210"N             148°05'07.582"W                439,589                   6,659,833 
60°04'08.176"N             148°05'38.217"W                439,111                   6,659,592 
60°04'05.029"N             148°05'45.095"W                439,003                   6,659,497 
60°04'01.587"N             148°05'51.472"W                438,903                   6,659,392 
60°01'23.230"N             148°10'46.661"W                434,251                   6,654,57239

60°02'24.887"N             148°07'21.911"W                437,454                   6,656,424 (Islet) 
 
The charted (16702) rock at 60°04'54.819"N, 148°06'31.117"W (438,317 E, 6,661,049 N) was disproved 
with a two minute visual and echosounder star pattern search (VN 2122, DN 237, 000_2216) within a 
sixty meter search radius.  Sea conditions were zero to one foot and water visibility was two meters.  The 
rock was covered with one hundred per cent SWMB.  The Hydrographer recommends removing the rock 
from the chart.40

 
The charted (16702) rock at 60°03'39.367"N, 148°08'05.730"W (436,815 E, 6,658,740 N) was found to 
be a high point of a new ledge (Pos. #22511111) located approximately fifty meters to the northwest.  The 
original location of the charted rock was disproved with a two and a half minute visual and echosounder 
star pattern search (VN 2122, DN 237, 000_2226).  Sea conditions were zero to one foot and water 
visibility was two meters.  The rock was also covered with one hundred per cent SWMB.  The 
Hydrographer recommends removal of the charted rock and charting the new ledge as portrayed on the 
DPBS Plot.41

 
The charted (16702) rock at 60°01'30.828"N, 148°07'15.608"W (437,523 E, 6,654,750 N) was located 
approximately forty meters to the northeast (Pos. #1237357).  The original location of the charted rock 
was disproved with one hundred per cent SWMB.  The Hydrographer recommends charting this rock as 
portrayed on the DPBS Plot. 42   
 
The charted (16702) rock at 60°03'45.140"N, 148°08'03.782"W (436,848 E, 6,658,918 N) was located 
approximately fifty meters to the northwest (Pos. #22371020).  The original location of the charted rock 
was disproved with one hundred per cent SWMB.  The Hydrographer recommends charting this rock as 
portrayed on the DPBS Plot.43
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The charted (16702) rock at 60°04’17.03”N, 148°05’31.64”W (438,255 E; 6,661,082 N) was found to be 
the high point of a new ledge (Pos. 125024-26).  The Hydrographer recommends removing the rock and 
charting the new ledge as portrayed on the DPBS Plot.44

 
Recommendations 
 
The Hydrographer recommends that the shoreline as depicted on the Detached Position and Bottom 
Sample plot and final sounding plot supersede and complement shoreline information compiled on the 
CFF, T-Sheets and charts as noted.45  These revisions are recorded in the MapInfo digital files named 
“H11171_Shoreline” and “H11171_ShorelineUpdates”.  In addition, field notes made by the 
Hydrographer, including verification of source features and descriptions of shoreline classification, are 
submitted in the digital MapInfo file “H11171_ShorelineNotes.” 
 
D.4 Dangers to Navigation  
 
Eleven dangers to navigation were found and reported to the Mapping and Charting Division for 
verification and final submission to the Seventeenth Coast Guard District on April 10, 2003.  A copy of 
the preliminary Danger to Navigation Report is included in this report.46  A copy of the final report will 
be inserted by PHB following verification and submission to the U.S Coast Guard.47

 
D.5 Aids to Navigation 
 
No aids to navigation (ATONs) are located within the limits of H11171.48

 
D.6 Miscellaneous 
 
Bottom samples were collected and are depicted on the Detached Position and Bottom Sample Plot and 
mostly matched historical ones found on chart 16702.49
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E.  APPROVAL  
 
As Chief of Party, I have ensured that standard field surveying and processing procedures were followed 
in producing this examination in accordance with the Hydrographic Manual, Fourth Edition, 
Hydrographic Survey Guidelines, Field Procedures Manual and the NOS Hydrographic Surveys 
Specifications and Deliverables, as updated for 2002. 
 
The digital data and supporting records have been reviewed by me, are considered complete and adequate 
for charting purposes, and are approved.  All records are forwarded for final review and processing to 
N/CS34, Pacific Hydrographic Branch. 
 
Survey H11171 is complete and adequate to supersede charted soundings in their common areas.   No 
additional work is required for this survey.50

 
Listed below are supplemental reports submitted separately that contain additional information relevant to 
this survey: 
 
Title   Date Sent  Office
 
Data Acquisition and Processing Report for OPR-P139-RA-02 1 October, 2002  N/CS34  
Horizontal and Vertical Control Report for OPR-P139-RA-02 12 February 2003  N/CS34 
Tides and Water Levels Package for OPR-P139-RA-02  23 September, 2002  N/OPS1 
Coast Pilot Report for OPR-P139-RA-02  TBD  N/CS26 
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Revisions Compiled During Office Processing and Certification
                                                      
1 Filed with the Project records. 
2 Concur 
3 During office review of the survey by a hydrographer, it was the opinion of the hydrographer that the survey 
conforms to International Hydrographic Organization Order #1 as required by the Letter Instructions.  This was 
determined by qualitative analysis of the data.  
4 Filed with the hydrographic records. 
5 The junction between surveys H11171 and H11172 was accomplished during office processing of survey H11171.  
The junction is complete and differences are generally less than one fathom. 
6 Concur, the junction is complete after the application of smooth tides. 
7 Concur 
8 Filed with the project records. 
9 See attached tide note dated August 8, 2003. 
10 Filed with the hydrographic records. 
11 Concur 
12 Survey H11171 was compared with charts 16701, 20th Edition, dated Sept.1, 2004 and chart 16702, 11th Edition, 
dated July 1, 2003. 
13 Concur 
14 Concur 
15 Concur 
16 With the application of smooth tides, no changes to the comparison were noticed. This survey is adequate to 
supersede all charted soundings within the common area. 
17 Filed with the hydrographic records. 
18 Filed with the hydrographic records. 
19 Filed with the hydrographic records. 
20 Shoreline verification conducted by the hydrographer was analyzed during office processing and shown on the 
smooth sheet as warranted. 
21 Concur 
22 Concur 
23 Concur 
24 Concur 
25 Concur 
26 Concur, see smooth sheet for depiction of features. 
27 Chart as ledge 
28 Chart as ledge 
29 Chart as ledge 
30 Chart as ledge 
31 Chart as ledge 
32 Chart as ledge 
33 Chart as ledge 
34 Chart as islet and ledge 
35 Chart as ledge 
36 Concur 
37 Concur 
38 Concur 
39 Do not concur, retain DM rock, this rock was visible to hydrographer and noted on the final field sheet submitted 
by the hydrographer. 
40 Concur 
41 Concur, see smooth sheet for depiction of features in the area. 
42 Concur with clarification, remove charted rock and chart a single rock at latitude 60/1/31.69N, longitude 
148/7/14.65.  See smooth sheet for depiction of the area. 
43 Concur with clarification, remove charted rock and chart an islet at latitude 60/3/45.99N, longitude 148/7/5.54W.  
See smooth sheet for depiction of the area. 
44 Concur, see smooth sheet for depiction of the area. 
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45 Concur 
46 Depths submitted as dangers to navigation could have changed due to the application of smooth tides. 
47 The Danger to Navigation letter was checked by the Pacific Hydrographic Branch and forwarded to the U. S 
Coast Guard. 
48 Concur 
49 See smooth sheet for depiction of all bottom samples taken during survey operations. 
50 Concur 
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