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TIDE NOTE FOR HYDROGRAPHIC SURVEY

DATE : October 27, 2008

HYDROGRAPHIC BRANCH: Atlantic
HYDROGRAPHIC PROJECT OPR-B370-TJ-2008
HYDROGRAPHIC SHEET: H11445

LOCALITY: North Shore of Plum Island, Long Island Sound, NY
TIME PERIOD: September 16 - October 1, 2008

TIDE STATION USED: 846-1490 New London
Lat. 41° 21.3'N Long. 72° 52° W

PLANE OF REFERENCE (MEAN LOWER LOW WATER): 0.000 meters
HEIGHT OF HIGH WATER ABOVE PLANE OF REFERENCE: 0.839 meters

REMARKS: RECOMMENDED ZONIN!
Use zone(s) identified as: LIS96A, LIS97, LIS98, LIS100 and LIS101

Refer to attachments for zoning information.

Note 1. Provided time series data are tabulated in metric units
(meters), relative to MLLW and on Greenwich Mean Time on
the 1983-2001 National Tidal Datum Epoch (NTDE).

CHIEF, OCEANOGRAPHIDIVISION




Year DOY MinTime Max Time

2008_260 | 12:56:39 | 20:56:27

2008_261 | 12:50:01 | 20:51:18

2008_262 | 12:53:55 | 20:27:20

2008_263 | 19:05:33 | 20:54:14

2008_264 | 12:34:46 | 20:56:37

2008_265 | 12:38:53 | 21:05:50

2008 _266 | 12:31:58 | 15:58:46

2008_268 | 15:50:06 | 20:35:22

2008 275 | 13:44:51 | 16:17:05
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