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H11499  NOAA Ship FAIRWEATHER 

2 

Descriptive Report to Accompany Hydrographic Survey H11499 
 

Project OPR-P158-FA 
Approaches to Cordova, Alaska 

Scale 1:20,000 
August – September 2005  

 NOAA Ship FAIRWEATHER 
Chief of Party: Captain John E. Lowell, Jr., NOAA 

 
A. AREA SURVEYED 
 
The survey area was located in Orca Bay, within the sub-locality of the Southern Portion of Sheep Bay to 
Canoe Passage. This survey corresponds to Sheet D in the sheet layout provided with the Letter 
Instructions dated July 27, 2005 due to time constraits the changes to the Letter Instructions dated 
September 15, 2005 were not followed, as shown in Figure 1 below. The survey area is bounded on the 
Southwest corner at 60°29’00”N, 146°14’00”W and the Northeast corner at 60°38’00”N, 145°59’00”W.1

 
 

Data acquisition was conducted from August 25 to September 22, 2005 (DN 237 to DN 265).   
 

 
Figure 1:  H11499 Survey Limits 



 
 
One hundred percent multibeam echosounder (MBES) coverage was obtained in the survey area at least 
to depths of eight meters.  When conditions allowed, multibeam echosounder (MBES) data was acquired 
parallel to contours and at line spacing of no less than 25 meters in depths between four and eight meters.  
Additional coverage was obtained in order to determine least depths over features or shoals.2

 
    

Shoreline data were acquired for H11499.  These data were attributed as S-57 objects for submittal. 
 
B. DATA ACQUISTION AND PROCESSING 
 
A complete description of data acquisition and processing systems and survey vessels can be found in the 
NOAA Ship FAIRWEATHER Hydrographic Systems Certification Report 2005, 3  submitted under a 
separate cover. Quality control procedures and data processing methods are listed and described in the 
OPR-P158-FA-05 Data Acquisition and Processing Report (DAPR),4

 

 submitted under separate cover.  
Items specific to this survey and any deviations from the aforementioned report are discussed in the 
following sections. 

B1.  Equipment and Vessels 
 
Equipment and vessels used for data acquisition and survey operations during this survey are listed below 
in Table 1. 
 
  FAIRWEATHER Launch 1010 Launch 1018 MonArk Ambar 700 

Hull Registration 
Number S220 1010 1018 1706 2302 

Builder Aerojet-General 
Shipyard 

The Boat 
Yard, Inc. 

The Boat 
Yard, Inc. MonArk 

Marine 
Silverships, 
Inc 

Length Overall 231 feet 28’ 10” 28’ 10” 17’ 23’ 

Beam 42 feet  10’ 8” 10’ 8”  7’ 9’ 4” 

Draft, Maximum 15’ 6”  4’ 0” DWL  4’ 0” DWL 1’ 3” 1’ 4” 

Cruising Speed 12.5 knots 24 knots 24 knots 20 knots 22 knots 

Max Survey Speed 10 knots 10 knots 10 knots     
Primary 
Echosounder 

RESON 8111 & 
RESON 8160 RESON 8101 RESON 8101     

Sound Velocity 
Equipment 

SBE 19plus &  
MVP 200 SBE 19plus  SBE19plus      

Attitude & 
Positioning 
Equipment 

 POS/MV V3  POS/MV V3  POS/MV V3   

Type of 
operations MBES MBES, Tides MBES Shoreline Shoreline 

Table 1 
 



No vessel configurations used during data acquisition deviated from the DAPR. 
 
 
B2.  Quality Control 
 
Multibeam data for survey H11499 were manually examined by the Hydrographer in CARIS subset 
mode.  The internal consistency and integrity were found to be good. 5

 

  Limited problem areas are 
discussed in the data quality factors section below.  

Crosslines 
 
Shallow water multibeam crosslines for this survey totaled 25 linear nautical miles (lnm), comprising 7 
percent of the 346 lnm of total SWMB hydrography6

 
.   

Comparisons were made between nadir beams of the crosslines to full swaths of multibeam data. The 
Hydrographer has determined, through manual examination of the data, that the crossline agreement with 
main scheme data meet the vertical accuracy requirements as stated in the NOS Hydrographic Surveys 
Specifications and Deliverables.7

 
 

Junctions 
 
Survey H11499 junctions with H11498, which is Sheet C of the same project.  The area of overlap 
between the sheets was approximately 200 meters wide.  Data were reviewed in CARIS Subset Editor and 
depths were found to be consistent between the surveys, meeting the requirements as stated in the NOS 
Hydrographic Surveys Specifications and Deliverables.8

 
  

                              The sheet limit and area of overlap for Sheet C shown in Figure 2.   
 

 
Figure 2:  Junctions for Survey H11499 



 
Quality Control Checks 
 
MBES quality control checks were conducted as discussed in the quality control section of the OPR-
P158-FA-05 Data Acquisition and Processing Report. 
 
Data Quality Factors 
 
COVERAGE ASSESSMENT: 
Coverage assessment was determined using the following base surface resolutions listed below in Table 2. 
 

Depth Resolution 
0 45 0.8 m 
25 80 2 m 
60 160 5 m 
130 300 12 m 

Table 2 
 

SOUND VELOCITY: 
A problem with sound velocity correction is evident in the MBES data near Cedar Bay, however data 
does meet IHO Order 1 accuracy requirements based on depth.9

 

  The extent of the correction error was 
measured to be less than 0.2 meters in 10 meters of water. The majority of the data was collected on Dn 
265 by launch 1010.  Additionally data collected on Dn 237 with launch 1010, the original cast  
(05237165) did not appear to correct for sound velocity accurately.   See section B3 Corrections to Echo 
Soundings-Sound Velocity for specifics on alternate sound velocity correction to minimize errors 
observed in the data.  

UNUSUAL CONDITIONS: 
A ridge extends along the southern portion of the sheet from 200 to 1500 meters off the shoreline of 
Hawkins Island.  Along the ridge coverage is reduced due to downslope noise. The area has insufficient 
sounding data to support the 2 meter base surface and is centered at 60° 33' 03.64" N, 146° 04' 51.62" W.  
Within this area there is a spotty coverage that extends approximately 583 meters in length and 158 
meters in width. Data was reviewed in subset mode and side scan editor, no navigationally significant 
features were apparent based on coverage from adjacent lines.10

 

 The average depth of the area is 75 
meters. 

DESIGNATED SOUNDINGS: 
In areas of navigational significance where the BASE surface did not depict the desired depth for the 
given area, a designated sounding was selected. Designated soundings were selected based on the 
difference between the BASE surface and reliable shoaler sounding(s) being more than half to two thirds 
of the allowable IHO error budget in depths less than 20m.  
 



                              
   Figure 3        Figure 4 
 
TRANSMISSION ERROR: 
An error that occurred on Launch 1010 and Launch 1018 resulted in data gaps. The gaps in Figures 3 and 
4 are from losses in data between 1.5 to 10 seconds in length, the figures are centered at 60°31'34.76" N, 
146°13'18.48" W and 60°32'19.13 N, 146°10'39.32" W respectively. The base surface shown is 
H11499_0p8m_SouthWest, depth range is between 5 and 20 meters. The lines affected were on different 
days and in different locations throughout the SouthWest end of the survey. Other examples of the error 
may be found in Canoe Passage. Data was reviewed in subset mode and side scan editor, no 
navigationally significant features were apparent based on coverage from adjacent lines.11

  

 The 
transmission error has been made known to HSTP and is being addressed. 

 



 
Figure 5 

 
LINE BREAKS 
Data gaps associated with switching lines while acquiring data is evident in the 
H11499_0p8m_SouthWest base surface. The need to switch lines arises when Delph Map stops 
presenting data on the acquisition screen. Once a new line is started Delph Map usually functions 
normally. The hole in the figure above is 10 meters in length and 75 meters in width, positioned at 
60°32'08.02" N and 146°08'47.92" W . Data was reviewed in subset mode and side scan editor, no 
navigationally significant features were apparent based on coverage from adjacent lines. 
 
Accuracy Standards 
 
All data meet the data accuracy specifications as stated in the NOS Hydrographic Surveys Specifications 
and Deliverables, dated March 2003, except as discussed in the Data Quality Factors section above.12

 
 

B3.  Corrections to Echo Soundings 
 
Data reduction procedures for survey H11499 conform to those detailed in the of the OPR-P158-FA-05 
Data Acquisition and Processing Report, or as noted below. 
 
 
 
 



 
Sound Velocity 
 
A concatenated file, including all of the sound velocity casts performed on each vessel, was applied to the 
data with a few exceptions.  
 
As discussed in section B2 a problem with sound velocity correction is evident with data collected aboard 
1010 on Dn 265.  To correct the problem individual casts from boat day 265 were applied to selected 
lines.  
 
On Dn 237 cast 05237165 was taken by vessel 1010. While processing lines 237-0821 thru 237-0944, the 
cast was applied to the data and did not sufficiently correct for sound velocity. After applying vessel 
S220's concatenated sound velocity file, that contained a cast taken on the same day during the same time 
period, the error in the correction was minimized. 
 
 
C.   HORIZONTAL AND VERTICAL CONTROL 
 
A complete description of horizontal and vertical control for survey H11499 can be found in the OPR-
P158-FA-05 Horizontal and Vertical Control Report,13

 

 submitted under separate cover.  A summary of 
horizontal and vertical control for this survey follows. 

Horizontal Control 
 
The horizontal datum for this project is the North American Datum of 1983 (NAD83).  Differential GPS 
(DGPS) was the sole method of positioning, with differential corrections received from the U.S. Coast 
Guard beacons at Potato Point (298 kHz) and Hinchinbrook (292 kHz).   
 
Vertical Control 
 
The vertical datum for this project is Mean Lower-Low Water (MLLW).  The operating National Water 
Level Observation Network (NWLON) primary tide station at Cordova, AK (945-4050) served as control 
for datum determination and as the primary source for water level reducers for survey H11499.  
 
Verified water level data (smooth tides) were received by the FAIRWEATHER on November 10, 2005 
for NWLON primary tide station at Cordova, AK (945-4050).  As per the letter instructions, all data were 
reduced to MLLW using the smooth tides, by applying tide file 9454050.tid and time and height 
correctors through the zone corrector file P158FA2005CORP.zdf.  FAIRWEATHER received the Tide 
Note for Hydrographic Survey H11499 on November 3, 2005, which states that preliminary zoning is 
accepted as the final zoning for the project.  A copy of the Tide Note is included in Appendix IV.14

 

  It will 
not be necessary for the Pacific Hydrographic Branch to reapply the verified water level data (smooth 
tides) to the survey data during final processing. 

 
 
 



D. RESULTS AND RECOMMENDATIONS 
 
D.1  Chart Comparison  
 
From Fieldsheet Editor in HIPS, the soundings were exported, from the appropriate resolution BASE 
surface dependant on the general depth of the survey, to S-57.  In Notebook, the .000 file was opened, and 
soundings were displayed in fathoms with the applicable charts behind. The Hydrographer then compared 
the charted soundings with the appropriate base surface. 
 
Survey H11499 was compared with charts 16700 (29th Ed.; July, 2004, 1:200,000) and 16709 (23rd Ed.; 
April, 2005, 1:80,000).15

 
 

Chart 16700 
 
Chart 16700 (29th Ed.; July, 2004, 1:200,000) has been updated with the Notice to Mariners through Jul 
17/04 and Local Notice to Mariners Jun 17/04.  The Notice to Mariners through October 40/05 were 
consulted.  There were no new changes within the survey area.  Depths from survey H11499 generally 
agreed with depths on chart 16700 within three fathoms, with the exception as noted below. 
 
To the west of the entrance of Canoe Passage there is a charted depth of 9 fathoms, however a least depth 
of 4.01 meters was found 150 meters Southwest, at 60° 32' 15.017"N, 146° 10' 03.141"W (545676.64E, 
6711563.23N). A DTON report was submitted to MCD. 
 
A second DTON was found in the area of the entrance to Canoe Passage approximately 130 meters from 
the first DTON, the charted depth is 9 fathoms and a least depth of  2.37 meters was found. The DTON is 
positioned at 60°32'13.52" N, 146°10'10.99" W. A DTON report was submitted to MCD. 
 
Chart 1670916

 
 

Chart 16709 (23rd Ed.; April, 2005, 1:80,000) has been updated with the Notice to Mariners through April 
2/05 and Local Notice to Mariners Mar 15/05.  The Notice to Mariners through October 40/05 were 
consulted.  There were no new changes within the survey area.  Depths from survey H11499 generally 
agreed with depths on chart 16709 within two fathoms, with exception as noted below.17

 
 

To the west of the entrance of Canoe Passage there is a charted depth of 9 fathoms, however a least depth 
of 4.01 meters was found 75 meters Northwest, at 60° 32' 15.017"N, 146° 10' 03.141"W (545676.64E, 
6711563.23N). A DTON report was submitted to MCD. 
 
A second DTON was found in the area of the entrance to Canoe Passage approximately 130 meters from 
the first DTON, the charted depth is 9 fathoms and a least depth of  2.37 meters was found. The DTON is 
positioned at 60°32'13.52" N, 146°10'10.99" W. A DTON report was submitted to MCD. 
 
Chart Comparison Recommendations 
  
The Hydrographer has determined that bottom coverage requirements have been met and data accuracy 
meets requirements specified by the NOS Hydrographic Surveys Specifications and Deliverables, dated 



March 2003, except as noted.  The BASE surfaces with the application of designated soundings and 
associated HDCS data are adequate to supersede prior surveys in common areas. 18

 

  Based on the 
application of verified water level data (smooth tides) by FAIRWEATHER, final chart comparisons are 
not required by the Pacific Hydrographic Branch. 

Automated Wreck and Obstruction Information System (AWOIS) Investigations 
 
There were no AWOIS items located within the limits of H11499. 
 
Dangers to Navigation  
 
Two danger to navigations were found and reported to the Mapping and Charting Division for final 
submission to the Seventeenth Coast Guard District one on November 17, 2005 and the other on  April 
13, 2006.  A copy of the preliminary Danger to Navigation Report is included with the Pydro Preliminary 
Smooth Sheet (PSS).19

 
 

D.2 Additional Results 
 
Shoreline Source 
 
Source shoreline for this sheet was taken from photogrammetric survey AK0402 (NAD 83) GC-10570, at 
the scale of 1:30,000.  The CFF shoreline was imported into CARIS Notebook 2.2  as an editable layer 
named H11499_Edited_CFF_Shoreline.hob, with all objects having S57 attribution.  In addition, features 
from the current editions of charts 16709 and 16700 that were not depicted by the source shoreline data 
were digitized with S57 attribution in CARIS Notebook into the file H11499_Chd_Shoreline.hob to be 
displayed for field verification. 
 
CEF Investigations were inserted into Pydro as Chart GPs for management and exported to CARIS 
Notebook 2.2  for field verification.  The CEF features were used as reference only and were removed 
from Pydro after field verification.  
 
Shoreline Verification 
 
FAIRWEATHER personnel conducted limited shoreline verification at times near predicted low water, in 
accordance with the Standing Project Instructions.  Detached positions (DPs) and generic positions (GPs) 
acquired during shoreline verification were recorded in TerraSync and on paper DP forms.  Scanned 
copies of the DP forms are included in the digital Separates folder and hard copies can be found with the 
Separates to be Included with Survey Data.20

 

  In addition, annotations describing shoreline were recorded 
on hard copy plots of the digital shoreline.    

Shoreline Data Processing 
 
Positions acquired during shoreline verification operations were processed in GPS Pathfinder Office and 
inserted into Pydro using the Generic GPs/DPs Import tool.  Features were entered as Detached Positions 
(DPs) when tide correctors were required, while Generic Positions (GPs) were used if no tide correction 



was needed.  The DPs and GPs indicate new features, revisions to features, or features not found during 
shoreline verification.  A Carto Action of Add, Modify, Delete, or None was assigned to each item in 
Pydro, and all features were S57 attributed. 
 
All accepted primary detached and generic positions were imported from the Pydro .xml to four separate 
stand alone .hob files in CARIS Notebook 2.2. These were named H11499_Add_Pydro.hob, 
H11499_Modify_Pydro.hob, H11499_Delete_Pydro.hob, and H11499_None_Pydro.hob. 
 
Four rocks in survey H11499 had a DP acquired solely to record its height.  After smooth tides was 
applied to the DP, the tide-corrected height, the vertical datum being MLLW, was manually entered into 
the rock’s VALSOU field in CARIS Notebook. Unfortunately due to software limitations in CARIS 
Notebook the value in the VALSOU field does not display the correct value on a consistent basis in the 
.hob files. For the correct tide corrected height the Pydro session should be referenced. 
 
One islet (CFF rk is islet) in survey H11499 had a DP acquired to change its designation and record its 
height. After smooth tides was applied to the DP, the tide-corrected height, the vertical datum being 
MLLW, was manually entered into the coastline's elevation field in CARIS Notebook. 
 
Source Shoreline Changes, New Features and Charted Features 
 
Items for survey H11499 associated with a detached or generic position that needed further discussion 
were flagged Report in Pydro.  Investigation or survey methods were listed under the Remarks tab and, 
when appropriate, recommendations to the cartographer were included in the Recommendations tab.  A 
survey feature report for shoreline items was generated and included as H11499_Features_Report.pdf in 
Appendix I.21

 
 

Three additional .hob layers, named H11499_Add_Notebook.hob, H11499_Modify_Notebook.hob and 
H11499_Delete_Notebook.hob, were created in CARIS Notebook for features without associated DPs.  
New items were digitized to the Add layer, while existing features from the CFF and chart were 
transferred to the Modify or Delete layers, depending on the cartographic action deemed appropriate by 
the Hydrographer.  Features to be retained as depicted by the source shoreline files were left in the 
appropriate source layer as H11499_Edited_CFF_Shoreline, H11499_Chd_Shoreline.  Field notes made 
by the Hydrographer on the boat sheets and DP forms were transferred to the remarks field for each 
feature. 
 
Shoreline Recommendations 
 
The Hydrographer recommends that the shoreline depicted in the CARIS Notebook files and final 
sounding files supersede and complement shoreline information compiled on the CFF and charts.22

 
  

Bottom Samples 
 
Bottom samples were collected on August 28, 2005 (DN 240) and are included as seabed classifications 
along with the other S57 features in the Pydro Preliminary Smooth Sheet.  The bottom sample positions 
were also imported to the Notebook H11499_Add_Pydro.hob file.23

 
   



Aids to Navigation 
 
There were no aids to navigation within the survey limits. 
Miscellaneous  

 

 
Figure 6 

 
EEL GRASS 
Along the shoreline of Hawkins Island there are several areas where data quality is affected by eel grass in 
the water column. The areas are delineated within the H11499_Add_Notebook.hob file. The 
Hydrographer did not attempt to clean out any outliers with the intent of leaving any structures that may 
be present in the data. The figure above shows the eel grass in the MBES data, the average height of the 
eel grass is one meter. The soundings that are affected by the eel grass tend to cause the reference surface 
to misrepresent the bottom. The average depth of the eel grass areas is 5 meters.24

 
 



 
E.  SUPPLEMENTAL REPORTS 
 
Listed below are supplemental reports submitted separately that contain additional information relevant to 
this survey: 
 
Title   Date Sent Office 
Hydrographic Systems Certification Report 2005  April 18, 2005 N/CS34 
OPR-P158-FA-05 Data Acquisition and Processing Report November 15, 2005  N/CS34 
OPR-P158-FA-05 Horizontal & Vertical Control Report November 15, 2005 N/CS34, N/OPS1 





 
                                                      
 
Revisions Compiled During Office Processing and Certification 
1 Concur 

2 Concur 
3 Filed with project records 
4 Filed with project records 
5 Concur 
6 Concur 
7 Concur 
8 Concur 
9 Concur 
10 Concur 
11 Concur 
12 Concur 
13 Filed with project records 
14 See attached Tide Note dated October 31, 2005 
15 The northern part of the survey falls on chart 16708 (1:79,291) in addition to chart 16709.  Although the 
shoreline on the two charts agree the soundings on chart 16709 are shifted approximately 100 m to the northwest.  
It is unclear what the cause of the discrepancy is.  As the soundings in the common area of the charts are the same, 
the comparison with chart 16709 given in the DR applies to chart 16708 as well.   
16 Although soundings were acquired in Canoe Passage the compiler does not recommend charting depths inside the 
passage as the entrance contains a charted rock in addition to shoal depths of 1-2 feet . The blue tint on the chart 
should be retained,  leaving the ability to navigate  Canoe Passage to local knowledge.  
17 Concur 
18 Concur 
19 The two dangers to navigation are within 100m of each other.  The shoaler of the two DTONs is charted and 
reflected in the HCell. 
20 Filed with hydrographic records 
21 See attached feature report 
22 Concur 
23 Bottom samples were imported from the ENC and where appropriate, superceded with newer bottom samples 
from the survey. 
24 New Eel grass areas are included in the HCell. 



 H11499 Danger to Navigation Report

Registry Number:  H11499

State:  Alaska

Locality:  Cordova

Sub-locality:  Southern Portion of Sheep Bay to Canoe Passage

Project Number:  OPR-P158-FA

Survey Dates:  8/25/05 - 9/22/05

 Charts Affected

Number Version Date Scale

16709 22nd Ed. 01/19/2002 1:80000

16700 29th Ed. 07/01/2004 1:200000

16013 29th Ed. 11/01/2003 1:969761

531 22nd Ed. 03/01/2004 1:2100000

500 8th Ed. 06/01/2003 1:3500000

50 6th Ed. 06/01/2003 1:10000000

 Features

No.
Feature
Type

Survey
Depth

Survey
Latitude

Survey
Longitude

AWOIS
Item

1.1 Sounding 2.37 m 060° 32' 13.522" N 146° 10' 10.994" W ---

Generated by Pydro v5.9.1 on Wed Apr 12 21:04:32 2006 [UTC]



 1 - Danger To Navigation



 1.1) 1967/58

 DANGER TO NAVIGATION

 Survey Summary

Survey Position:  060° 32' 13.522" N, 146° 10' 10.994" W

Least Depth:  2.37 m

Timestamp:  2005-254.18:51:37.802 (09/11/2005)

Survey Line:  h11499 / 1010_8101 / 2005-254 / 254-1847

Profile/Beam:  1967/58

Charts Affected:  16709_1, 16700_1, 16013_1, 531_1, 500_1, 50_1

Remarks:

 Shoal sounding

 Feature Correlation

Address Feature Range Azimuth Status

h11499/1010_8101/2005-254/254-1847 1967/58 0.00 000.0 Primary

 Hydrographer Recommendations

 Chart sounding

Cartographically-Rounded Depth (Affected Charts):

 1 ¼fm (16709_1, 16700_1, 16013_1)

 1fm 2ft (531_1)

 2.3m (500_1, 50_1)

H1499 Danger to Navigation Report  1 - Danger To Navigation
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 H1499 DTON Report

Registry Number:  H11499

State:  Alaska

Locality:  Cordova

Sub-locality:  Southern Portion of Sheep Bay to Canoe Passage

Project Number:  OPR-P158-FA

Survey Date:  09/11/2005

 Features

No.
Feature
Type

Survey
Depth

Survey
Latitude

Survey
Longitude

AWOIS
Item

1.1 Sounding 4.01 m 060° 32' 15.017" N 146° 10' 03.141" W ---

Generated by Pydro v5.9.1 on Thu Nov 17 05:35:48 2005 [UTC]



 1 - Danger To Navigation



 1.1) Profile/Beam - 480/76 from h11499 / 1010_8101 / 2005-254 / 254-1934

 DANGER TO NAVIGATION

 Survey Summary

Survey Position:  060° 32' 15.017" N, 146° 10' 03.141" W

Least Depth:  4.01 m

Timestamp:  2005-254.19:34:39.015 (09/11/2005)

Survey Line:  h11499 / 1010_8101 / 2005-254 / 254-1934

Profile/Beam:  480/76

Charts Affected:  [no CHAPP data available]

Remarks:

 Shoal sounding

 Feature Correlation

Address Feature Range Azimuth Status

h11499/1010_8101/2005-254/254-1934 480/76 0.00 000.0 Primary

 Hydrographer Recommendations

 Chart sounding

 S-57 Data

Geo object 1:  Sounding (SOUNDG)

Attributes:  QUASOU - 1:depth known

 TECSOU - 3:found by multi-beam

H1499 DTON Report  1 - Danger To Navigation
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 H11499 Features Report

Registry Number:  H11499

State:  Alaska

Locality:  Cordova

Sub-locality:  Southern Portion of Sheep Bay to Canoe Passage

Project Number:  OPR-P158-FA

Survey Dates:  8/25/05 - 9/22/05

 Features for survey H11499 associated with a generic or detached position that needed further discussion were
flagged Report in Pydro. Investigation methods and recommendations were provided in the Remarks and
Recommendations tabs.

 Charts Affected

Number Edition Date Scale (RNC) RNC Correction(s)*

16709 22nd 01/19/2002 1:80,000 (16709_1) [L]NTM: ?

16700 29th 07/01/2004 1:200,000 (16700_1) [L]NTM: ?

16013 29th 11/01/2003 1:969,761 (16013_1) [L]NTM: ?

531 22nd 03/01/2004 1:2,100,000 (531_1) [L]NTM: ?

500 8th 06/01/2003 1:3,500,000 (500_1) [L]NTM: ?

50 6th 06/01/2003 1:10,000,000 (50_1) [L]NTM: ?

 * Correction(s) - source: last correction applied (last correction reviewed--"cleared date")

 Features

Name
Feature
Type

Survey
Depth

Survey
Latitude

Survey
Longitude

125011 Shoal -2.81 m 60° 33' 27.9" N 146° 00' 47.1" W

125012 Obstruction [None] 60° 33' 23.8" N 146° 01' 09.4" W

GP1 GP [None] 60° 33' 19.1" N 146° 01' 33.4" W

GP2 GP [None] 60° 33' 22.4" N 146° 01' 38.9" W

GP4 GP [None] 60° 31' 33.3" N 146° 11' 54.7" W

GP5 GP [None] 60° 31' 33.8" N 146° 11' 46.1" W

GP6 GP [None] 60° 31' 40.4" N 146° 08' 10.4" W

GP8 GP [None] 60° 34' 14.0" N 146° 00' 38.6" W

12642 Shoal 0.94 m 60° 33' 52.7" N 146° 00' 17.7" W

Generated by Pydro v9.6 (r2698) on Tue Aug 11 16:11:05 2009 [UTC]



480/76 Shoal 4.01 m 60° 32' 15.0" N 146° 10' 03.1" W

1967/58 Shoal 2.37 m 60° 32' 13.5" N 146° 10' 11.0" W
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 1 - New Features



 1.1)  125011

 Survey Summary

Survey Position:  60° 33' 27.9" N, 146° 00' 47.1" W

Least Depth:  -2.81 m (= -9.22 ft = -1.537 fm = -1 fm 3.22 ft)

TPU (±1.96σ): THU (TPEh) [None] ; TVU (TPEv) [None]

Timestamp:  2005-250.19:09:28.000 (09/07/2005)

DP Dataset:  h11499 / trb1_dpne / 2005-250 / tr1_250_$csymb_p.shp

Profile/Beam:  10/1

Charts Affected:  16709_1, 16700_1, 16013_1, 531_1, 500_1, 50_1

Remarks:

 CFF rk is new extent HW

 During low water shoreline investigation the CFF rock was verified to be onshore. The CFF position was verified
with the field units GPS. The seaward most extent of the high water line is the CFF rock.

 Hydrographer Recommendations

 The Hydrographer recommends that the high water line be modified so that the CFF rock is the seaward most extent
of the high water line.

Cartographically-Rounded Depth (Affected Charts):

 -1 ½fm (16709_1, 16700_1, 16013_1)

 -1fm 3ft (531_1)

 -2.8m (500_1, 50_1)

 S-57 Data

Geo object 1:  Cartographic symbol ($CSYMB)

Attributes:  INFORM - CFF RK IS ON SHORE. NEW EXT HW.

 RECDAT - 20050907

 Office Notes

 Concur with clarification. MHW on latest edition of chart has been modified.
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 1.2)  125012

 Survey Summary

Survey Position:  60° 33' 23.8" N, 146° 01' 09.4" W

Least Depth:  [None]

TPU (±1.96σ): THU (TPEh) [None] ; TVU (TPEv) [None]

Timestamp:  2005-250.19:15:46.000 (09/07/2005)

GP Dataset:  Tr1_250_OBSTRN_L.shp

GP No.:  1

Charts Affected:  16709_1, 16700_1, 16013_1, 531_1, 500_1, 50_1

Remarks:

 Chd (16709) rk/CFF rk is reef.

 Charted (16709) rock at 60°33'25.416"N , 146°01'06.306"W is reef. New position of rock is within obstruction.

 Hydrographer Recommendations

 The Hydrographer recommends charted (16709) rock be removed from the chart and charting of the new
obstruction.

 S-57 Data

Geo object 1:  Obstruction (OBSTRN)

Attributes:  CATOBS - 6:foul area

 INFORM - CHD/CFF RK IS REEF

 RECDAT - 20050907

 VERDAT - 12:Mean lower low water

 WATLEV - 4:covers and uncovers

 Office Notes

 Concur with clarification. The latest edition of the chart has been updated with a rock at the position of the
obstruction.
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 1.3)  GP1

 Survey Summary

Survey Position:  60° 33' 19.1" N, 146° 01' 33.4" W

Least Depth:  [None]

TPU (±1.96σ): THU (TPEh) [None] ; TVU (TPEv) [None]

Timestamp:  2005-263.22:26:30 (09/20/2005)

GP Dataset:  ChartGPs - Digitized

GP No.:  1

Charts Affected:  16709_1, 16700_1, 16013_1, 531_1, 500_1, 50_1

Remarks:

 Chd (16709) rk not seen in field-disproval.

 Shoreline verification included a 3 minute search with in a 30 meter radius. Visibility was up to 2.3 meters, bottom
was visible. A depth of 2.3 meters was determined by leadline.

 Due to shoaling MBES could not be used in investigation.

 Hydrographer Recommendations

 The Hydrographer recommends charted (16709) rock be removed from the chart.

 S-57 Data

Geo object 1:  Cartographic symbol ($CSYMB)

 Office Notes

 Concur.
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 1.4)  GP2

 Survey Summary

Survey Position:  60° 33' 22.4" N, 146° 01' 38.9" W

Least Depth:  [None]

TPU (±1.96σ): THU (TPEh) [None] ; TVU (TPEv) [None]

Timestamp:  2005-263.22:26:40 (09/20/2005)

GP Dataset:  ChartGPs - Digitized

GP No.:  2

Charts Affected:  16709_1, 16700_1, 16013_1, 531_1, 500_1, 50_1

Remarks:

 Chd (16709) rk not seen in field-disproval.

 Shoreline verification included a 3 minute search with in a 20 meter radius. Visibility was up to 3 meters. A depth
of 7.2 meters was determined by leadline.

 Due to shoaling MBES could not be used in investigation.

 Hydrographer Recommendations

 The Hydrographer recommends charted (16709) rock be removed from the chart.

 S-57 Data

Geo object 1:  Cartographic symbol ($CSYMB)

 Office Notes

 Concur.
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 1.5)  GP4

 Survey Summary

Survey Position:  60° 31' 33.3" N, 146° 11' 54.7" W

Least Depth:  [None]

TPU (±1.96σ): THU (TPEh) [None] ; TVU (TPEv) [None]

Timestamp:  2005-295.23:23:05 (10/22/2005)

GP Dataset:  ChartGPs - Digitized

GP No.:  4

Charts Affected:  16709_1, 16700_1, 16013_1, 531_1, 500_1, 50_1

Remarks:

 Chd (16709) rk not seen in field-disproval.

 Shoreline investigation included a two minute search with in a 20 meter radius. Visibility was up to one meter. A
depth of 4.5 meters was determined with a leadlne, a soft bottom was noted.

 One hundred percent MBES confirmed the absence of rocks with in the area.

 Hydrographer Recommendations

 The Hydrographer recommends charted (16709) rock be removed from the chart.

 S-57 Data

Geo object 1:  Cartographic symbol ($CSYMB)

 Office Notes

 Concur.
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 1.6)  GP5

 Survey Summary

Survey Position:  60° 31' 33.8" N, 146° 11' 46.1" W

Least Depth:  [None]

TPU (±1.96σ): THU (TPEh) [None] ; TVU (TPEv) [None]

Timestamp:  2005-295.23:23:20 (10/22/2005)

GP Dataset:  ChartGPs - Digitized

GP No.:  5

Charts Affected:  16709_1, 16700_1, 16013_1, 531_1, 500_1, 50_1

Remarks:

 Chd (16709) rk not seen in field-disproval.

 Shoreline investigation included a two minute search with in a 20 meter radius. Visibility was up to one meter. A
depth of 5.5 meters was determined with a leadlne, a soft bottom was noted.

 One hundred percent MBES confirmed the absence of rocks within the area.

 Hydrographer Recommendations

 The Hydrographer recommends charted (16709) rock be removed from the chart.

 S-57 Data

Geo object 1:  Cartographic symbol ($CSYMB)

 Office Notes

 Concur.
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 1.7)  GP6

 Survey Summary

Survey Position:  60° 31' 40.4" N, 146° 08' 10.4" W

Least Depth:  [None]

TPU (±1.96σ): THU (TPEh) [None] ; TVU (TPEv) [None]

Timestamp:  2005-306.04:27:51 (11/02/2005)

GP Dataset:  ChartGPs - Digitized

GP No.:  6

Charts Affected:  16709_1, 16700_1, 16013_1, 531_1, 500_1, 50_1

Remarks:

 Chd (16709) rk not seen in field-disproval.

 Shoreline verification included a 2 minute search with in a 20 meter radius. Visibility was up to 1 meter. A depth of
5 meters was determined by leadline, soft bottom noted.

 Due to shoaling MBES could not be used in investigation.

 Hydrographer Recommendations

 The Hydrographer recommends charted (16709) rock be removed from the chart.

 S-57 Data

Geo object 1:  Cartographic symbol ($CSYMB)

 Office Notes

 Concur with clarification. Remove rock and extend obtruction area to charted rock further offshore.
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 1.8)  GP8

 Survey Summary

Survey Position:  60° 34' 14.0" N, 146° 00' 38.6" W

Least Depth:  [None]

TPU (±1.96σ): THU (TPEh) [None] ; TVU (TPEv) [None]

Timestamp:  2006-102.14:35:26 (04/12/2006)

GP Dataset:  ChartGPs - Digitized

GP No.:  8

Charts Affected:  16709_1, 16700_1, 16013_1, 531_1, 500_1, 50_1

Remarks:

 Chd (16709) rk not seen in field-disproval.

 Shoreline verification included a search up to two minutes. Coverage included one hundred percent MBES. The
shoalest sounding was 31 meters.

 Hydrographer Recommendations

 The Hydrographer recommends charted (16709) rock be removed from the chart.

 S-57 Data

Geo object 1:  Cartographic symbol ($CSYMB)

 Office Notes

 Concur.
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 1.9)  12642

 Survey Summary

Survey Position:  60° 33' 52.7" N, 146° 00' 17.7" W

Least Depth:  0.94 m (= 3.07 ft = 0.512 fm = 0 fm 3.07 ft)

TPU (±1.96σ): THU (TPEh) [None] ; TVU (TPEv) [None]

Timestamp:  2005-264.19:02:40.000 (09/21/2005)

DP Dataset:  h11499 / trb1_dpne / 2005-264 / tr1_264_$csymb_p.shp

Profile/Beam:  1/1

Charts Affected:  16709_1, 16700_1, 16013_1, 531_1, 500_1, 50_1

Remarks:

 Chd (16709) rk not seen in field-disproval

 Shoreline verification included a 5 minute search with in a 25 meter radius. Visibility was up to 1 meter, bottom
was visible. A depth of 1 meter was determined by leadline.

 Due to shoaling MBES could not be used in investigation.

 Hydrographer Recommendations

 The Hydrographer recommends charted (16709) rock be removed from the chart.

Cartographically-Rounded Depth (Affected Charts):

 0 ½fm (16709_1, 16700_1, 16013_1)

 0fm 3ft (531_1)

 .9m (500_1, 50_1)

 S-57 Data

Geo object 1:  Cartographic symbol ($CSYMB)

Attributes:  INFORM - chd rk disproval

 RECDAT - 20050921

 Office Notes

 Concur with clarification. The latest edition the chart has been updated.
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H11499 HCell Report 
Kurt Brown, Physical Scientist 
Pacific Hydrographic Branch 

 
Introduction 

The primary purpose of the HCell is to provide new survey information in International 
Hydrographic Organization (IHO) format S-57 to update the largest scale ENCs and 
RNCs in the region: NOAA ENCs US4AK25M, US4AK24M, US3AK21M and NOAA 
RNCs 16708 and 16709 and 16700. 
 
HCell compilation of survey H11499 used Office of Coast Survey HCell Specifications 
Version 3.0 and HCell Reference Guide Version 1.0. 
 
1. Compilation Scale 

Depths for HCell H11499 were compiled to the largest scale charts in the region, 16708, 
1:79,291. The density and distribution of soundings from H11499 were selected to 
emulate the distribution on chart 16708 and 16709. Non-bathymetric features have been 
generalized to chart scale.  
 
2. Soundings 

A survey-scale sounding (SOUNDG) feature object layer was built from the 12-meter 
combined surface, H11499_FinalCombined, in CARIS BASE Editor. A shoal-biased 
selection was made at 1:10,000 for chart 16709. The resultant sounding layer contains 
depths ranging from 2.5 to 215 meters. 
 
In CARIS BASE Editor soundings were manually selected from the high density 
sounding layers and imported into a new layer created to accommodate chart density 
depths. Manual selection was used to accomplish a density and distribution that closely 
represents the seafloor morphology. 
 
3. Depth Areas and Depth Contours 

3.1 Depth Areas 

The extents of the highest resolution BASE Surface together with the extents of the 
soundings layer were used to digitize the hydrographic extents, which were then used to 
create the single, all encompassing depth area (DEPARE). Two depth ranges, from 0 to 
216 meters and from -3.6 to 0 meters, were used for depth area objects. Upon conversion 
to NOAA charting units, the depth ranges are 0 to 118 fathoms and -1.9 to 0 fathoms. 
 
3.2 Depth Contours 

Depth contours at the intervals on the largest scale chart are included in the H11499_SS 
HCell for MCD raster charting division to use for guidance in creating chart contours. 
The generalized metric and feet equivalent contour values are shown in the table below. 
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Chart Contours in 

Fathoms 
Metric Equivalent 
of Chart Contours 

Metric Equivalent of 
Chart Contours NOAA 

Rounded 

Actual Value of Chart 
Contours 

3 5.4864 5.715 3.75 
5 9.144 9.3726 5.75 
10 18.288 18.5166 10.75 
50 91.44 92.8116 50.75 

 
Contours delivered in the H11499_SS file have not been deconflicted against shoreline 
features, soundings and hydrography as all other features in the H11499_CS file and 
soundings in the H11499_SS have been. This results in conflicts between the H11499_SS 
file contours and HCell features at or near the survey limits. Conflicts with M_COVR, 
M_QUAL, DEPARE, COALNE and SBDARE objects, and with DEPCNT objects 
representing MLLW, should be expected. HCell features should be honored over 
H11499_SS.000 file contours in all cases where conflicts are found. 
 
4. Meta Areas 

The following Meta object areas are included in HCell 11498: 
 

M_QUAL  M_CSCL  
M_COVR   
 

Meta area objects were constructed on the basis of the limits of the hydrography. (See 3.1 
Depth Areas.) 
 
5. Features 

Shoreline features for H11499 were delivered from the field in several .hob files 
described in the DR.  The files contained new features, modification to GC or charted 
features, and disprovals. These were deconflicted against GC shoreline, the chart and 
hydrography during office processing. 
 
New rocky seabed areas were delineated using the high resolution BASE surfaces and are 
included in the H11499 HCell.  Bottom samples were imported from the ENC and survey 
and are included in the HCell. 
 
There were two DTONs reported from survey H11499.  The two DTONs were within 100 
meters of each other and consequently only one has been charted.  The DTON is charted 
adequately and reflected in the HCell. 

There were no AWOIS  item in survey H11499. 

The source of all features included in the H11499 HCell can be determined by the 
SORIND field. 
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6. S-57 Objects and Attributes 

The H11499_CS HCell contains the following Objects: 
 
SOUNDG  Chart scale soundings 
DEPARE  All-encompassing depth area and intertidal areas 
UWTROC  Rock features 
SBDARE Bottom samples, rocky seabed areas and ledges 
M_COVR  Data coverage Meta object 
M_QUAL  Data quality Meta object 
M_CSCL  Compilation scale Meta object 
$CSYMB  Blue notes 
DEPCNT  Zero depth curves. 
LNDARE  Islets 
OBSTRN  Foul areas 
WEDKLP                    Eel Grass  
 
 

The H11499_SS HCell contains the following Objects: 
 
DEPCNT  NOAA rounded contours at chart scale intervals 
SOUNDG  Soundings at the survey scale density 
 

All S-57 Feature Objects in the H11499_CS HCell have been attributed as fully as 
possible based on information provided by the Hydrographer and in accordance with 
current guidance and the OCS HCell Specifications. 
 
7. Blue Notes 

Notes to the RNC and ENC chart compilers are included in the HCell as $CSYMB 
features with the Blue Note information located in the INFORM field. The NINFOM 
field is populated with the charting disposition 
 
8. Spatial Framework 

8.1 Coordinate System 

All spatial map and base cell file deliverables are in an LLDG geographic coordinate 
system, with WGS84 horizontal, MHW vertical, and MLLW (1983-2001 NTDE) 
sounding datums. 
 
8.2 Horizontal and Vertical Units 

During creation of sounding sets in CARIS BASE Editor, and creation of the HCell in 
CARIS S-57 Composer, units are maintained as metric with millimeter resolution. 
NOAA rounding is applied at the same time that conversion to chart units is made to the 
metric HCell base cell file, at the end of the HCell compilation process. 
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A CARIS environment variable, uslXsounding_round, controls the depth at which 
rounding occurs. Setting this variable to NOAA fathoms and feet displays all soundings 
equal to or greater than 11 fathoms as whole units. Depths shoaler than 11 fathoms are 
shown in fathoms and feet. 
 
In an ENC viewer fathoms and feet display in the format X.YZZZ, where X is fathoms, 
Y is feet, and ZZZ is decimals of the foot. For fathoms and feet between 0 and 10 
fathoms 4.5 feet (10.75 fms), soundings round to the deeper foot if the decimals of the 
foot are X.Y75000 or greater. For fathoms and feet deeper or equal to 11 fathoms, 
soundings round to the deeper fathom if feet and decimals of the foot are X.45000 
(X.Y75000) or greater. Drying heights are in feet and are rounded using arithmetic 
methods. In an ENC viewer, heights greater than 6 feet will register in fathoms and feet 
using the above stated rules. 
 
S-57 Composer Units 
Sounding Units: Meters rounded to the nearest millimeter 
Spot Height Units: Meters rounded to the nearest meter 
 
Chart Unit Base Cell Units 
Depth Units (DUNI): Fathoms and feet 
Height Units (HUNI): Feet (or fathoms and feet above 6 feet) 
Positional Units (PUNI): Meters 
   
 
9. Data Processing Notes 

9.1 Junctions 

H11499  junctions with survey H11498 to the east which has been compiled and the 
junction with this survey has been made.  H11499 also junctions with surveys H11500, 
H11608, H11609, and H11610 none of which have been compiled.   Junctions with these 
surveys will be made when they are compiled.    
 
10. QA/QC and ENC Validation Checks 

H11499 was subjected to QA checks in S-57 Composer prior to exporting to the HCell 
base cell (000) file. The millimeter precision metric S-57 HCell was converted to a chart 
units and NOAA rounding applied. dKart Inspector was then used to further check the 
data set for conformity with the S-58 ver. 2 standard (formerly Appendix B.1 Annex C of 
the S-57 standard). All tests were run and warnings and errors investigated and corrected 
unless they have been approved by MCD as inherent to and acceptable for HCells. 
 
11. Products 
 
11.1 HSD, MCD and CGTP Deliverables 
• H11499 Base Cell File, Chart Units, Soundings compiled to 1:79,291. 
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• H11499 Base Cell File, Chart Units, Soundings compiled to 1:10,000 

• H11499 Descriptive Report including end notes compiled during office processing 
and certification, the HCell Report, and supplemental items 

• H11499 Survey Outline to populate SURDEX 
 
11.2 File Naming Conventions 

• Chart units base cell file, chart scale soundings  H11499_CS.000  
• Chart units base cell file, survey scale soundings H11499_SS.000  
• Descriptive Report package    H11499_DR.pdf  
• Survey outline      H11499_Outline.gml & *xsd 

 

11.3 Software 

CARIS HIPS Ver. 6.1    Inspection of Combined BASE Surfaces 
CARIS BASE Editor Ver. 2.2 Creation of soundings and bathy-derived 

features, creation of the depth area, meta 
area objects, and Blue Notes; Survey 
evaluation and verification; Initial HCell 
assembly. 

CARIS S-57 Composer Ver. 2.0 Final compilation of the HCell, correct 
geometry and build topology, apply final 
attributes, export the HCell, and QA. 

CARIS GIS 4.4a Setting the sounding rounding variable for 
conversion of the metric HCell to NOAA 
charting units with NOAA rounding. 

CARIS HOM Ver. 3.3 Perform conversion of the metric HCell to 
NOAA charting units with NOAA 
rounding. 

HydroService AS, dKart Inspector Ver. 5.1 Validation of the base cell file. 
Newport Systems, Inc., Fugawi View ENC 
Ver.1.0.0.3 

Independent inspection of final HCells 
using a COTS viewer. 

 

 

12. Contacts 

Inquiries regarding this HCell content or construction should be directed to: 
 
Kurt Brown, Physical Scientist, PHB, Seattle, WA; 206-526-6839; 
Kurt.Brown@noaa.gov. 

mailto:Kurt.Brown@noaa.gov�


 
 
 
 

APPROVAL SHEET 
           H11499 
 
 
Initial Approvals: 
 
 The survey evaluation and verification has been conducted according to branch 
processing procedures and the HCell compiled per the latest OCS H-Cell Specifications. 
 
 
 
 
 
 
 
 
 The survey and associated records have been inspected with regard to survey 
coverage, delineation of the depth curves, development of critical depths, S-57 
classification and attribution of soundings and features, cartographic characterization, and 
verification or disproval of charted data within the survey limits.  The survey records and 
digital data comply with OCS requirements except where noted in the Descriptive Report 
and are adequate to supersede prior surveys and nautical charts in the common area. 
 
 
 
 
 
 
 
 
 I have reviewed the HCell, accompanying data, and reports.  This survey and 
accompanying digital data meet or exceed OCS requirements and standards for products 
in support of nautical charting except where noted in the Descriptive Report. 
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