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Refer to the OPR-N360-KR-09 Horizontal and Vertical Control Report 6

 

 for a detailed 
description of the horizontal and vertical control used on this survey. No deviations from the 
report occurred.  

C1. Horizontal Control          
 
The horizontal control datum for this survey was the North American Datum of 1983 (NAD83). 
 
A combination of WAAS and USCG corrections were used for real-time DGPS corrections. This 
position was later corrected for offsets to the MBES sonar by CARIS HIPS in processing. 
 
C2. Vertical Control 
 
All sounding data were initially reduced to MLLW using predicted tidal data from the Yoman 
Point tide station (9446705). Predicted tides were used only for preliminary data cleaning. 
 
Final tidal corrections were generated using the final tides from the Yoman Point tide station.  
 
D. RESULTS AND RECOMMENDATIONS 
 
H12051 survey data was compared to: 

RNC Number Scale Edition Edition Date Corrected Through 
18448 1:80,000        34th July 2006             10/20/09 

 
ENC Number Edition Update Application Date Issue Date 

      US4WA10M 7 11/03/09 11/03/09 

 
D1. Comparison of Soundings 

 
Charted soundings were compared with the surveyed data. In general, charted soundings in areas 
with little relief were very similar to the surveyed depths.  Charted soundings on or very near 
slopes may be 10 or more fathoms off of the surveyed depths. These differences may be due to 
changes in surface since the last survey or less accurate positioning and measurements during the 
previous survey.  The Hydrographer recommends all surveyed depths supersede previously 
charted soundings.7 For more information see Appendix V.  




