
 
          The final H-Cell products are two S-57 files, in Lat/Long NAD-83.  The 

contents of these two H-Cell deliverables are listed in the table below: 
 

TABLE 1   -   Contents of H-Cell Files 

H12065_CS.000 Scale  1:300,000 
Object Class Types Geographic Cartographic Meta 

 COALNE $CSYMB M_COVR 
S-57 Object Acronyms DEPARE  M_QUAL 

  SBDARE   

  
  

SNDWAV   
SOUNDG   
UWTROC   
WATTUR   

  
H12065_SS.000 Scale  1:40,000 

Object Class Types Geographic     
S-57 Object Acronyms DEPCNT     
  SOUNDG     

 
B.2.3 Junctions 

      
 Survey H12065 (2009) junctions with surveys H12004 (2009) to the west and 

H12066 (2009) to the east.  Present survey soundings compare within 1 foot with 
H12004 (2009) and H12066 (2009). Most present survey depths compare within 1 feet 
of the charted hydrography to the south and north. 
 
 DATA PROCESSING
 

  

The following software was used to process data at the Atlantic Hydrographic 
Branch:  

 
CARIS HIPS/SIPS version 7.0 SP2, HF 2-7 
CARIS Bathy DataBASE version 3.0 HF 1, 3, 5, 8, 9, 10  
CARIS S-57 Composer version 2.1 HF 1-5 
DKART INSPECTOR, version 5.1 
CARIS HOM ENC 3.3 SP3 HF 1-8 
PYDRO version 11.3 (r3347) 

 
C.   VERTICAL AND HORIZONTAL CONTROL
 

  

     The hydrographer makes adequate mention of horizontal and vertical control 
used for this survey in section C of the DR.  The sounding datum for this survey is Mean 
Lower Low Water (MLLW), and the vertical datum is Mean High Water (MHW).  
Horizontal control used for this survey during data acquisition is based upon the North 
American Datum of 1983 (NAD83), UTM projection zone 3 North. 




