
 
 

B.4  DATA PROCESSING 
 

The following software was used to process data at the Atlantic Hydrographic Branch: 
CARIS Bathy DataBASE version 3.2/HF1 
CARIS HIPS/SIPS version 7.0/SP2/HF8 
CARIS S-57 Composer version 2.2 
DKART Inspector version 5.1 
HSTP Pydro version 11.7 

 
C.  HORIZONTAL AND VERTICAL CONTROL  
 
     The hydrographer makes adequate mention of horizontal and vertical control used for this 
survey in section C of the DR.  The sounding datum for this survey is Mean Lower Low Water 
(MLLW), and the vertical datum is Mean High Water (MHW).  Horizontal control used for this 
survey during data acquisition is based upon the North American Datum of 1983 (NAD83), 
UTM projection zone 15 North. 
 
 
D.  RESULTS AND RECOMMENDATIONS  
 

D.1  CHART COMPARISON   11357 (41st Edition, MAY/11) 
Timbalier and Terrebonne Bays 
Corrected through NM 7/9/2011 
Corrected through LNM 6/28/2011 
Scale 1:80,000 
 
 

ENC COMPARISON  US4LA31M 
Timbalier and Terrebonne Bays 
Edition 23 
Application Date 2010/11/09  
Issue Date 2011/07/13 
Chart 11357 

 
D.2  ADDITIONAL RESULTS  

 
The charted hydrography originates with prior surveys and requires no further consideration.  

The hydrographer makes adequate chart comparisons in section D and Appendix I and II of the 
DR.  The hydrographer recommends that any charted features not specifically addressed either in 
the H-Cell files or the Blue Notes should be retained as charted.  The following exceptions are 
noted: 

 
 
 




